MR维修服务基本需求 预算6.5万元

[bookmark: _GoBack]故障MR品牌、型号：GE 1.5T磁共振
故障描述：
该机器磁体氦压上升较快（2.822），冷却效果不足，经检修，判断为冷头故障
[image: ]
故障原因：经检查，判断为冷头故障，需更换
项目采购需求：要求更换设备冷头（含冷头本身及其安装、调试等），冷头需适配原MR，质保期≥1年，货期≤7天，更换后原设备需恢复正常使用
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‘ MR Signa

User Interface Guide For Soft Key Operdtion

Data - Displays current data readings. Use Up / Down keys to scrol ihrough th s
‘Alarms - Dispays fault codes. Use Up / Down keys 10 scrol through the st

‘Sample - Inilates a Hellum Level sample and updates th display wilin 80 seconds.
Call InSite - GE Service Contract Customers ony. Connects 0 nSite and uploads data.
Fill Mode - Select one of two Fil Mode options: Pre-fi or

Select a5 appropriate and enter password 152¢" (0 ntate
Note: Pro-fi mode fequires a time selection, see descripions below.

1 Use only on LCC & LCC300, 0 seltime limi for readjusting pressure.
ontol o maintain pressure between 0.7 and 0.9 PS prior (o fil
Use one of the following keys fo st the time fmil i hours:
Upfor2¢ Downfor36  Yesfor4s

‘Selection Recommendationis 48 hours when pressure is 4 PSL

Fil- Must b actvated pio 0 statng the i pocess o inale th following insiuclons
 Disable he pressure control heater and alarms

~ Exit Pre-il mode (¢ iniated)

~ Sampie and dispiay the hellum level once every minute.

Exit Function . To exit either Pre-il mode or Fill mode, press the FillMode softkey 10

xi Funciion
apiay the e funcion fo ihe mode in process, en press Yes.
IMEORTANT! The Fill Mode must be exited at the completion of a helium fill
T o Teturh this unit and the magnet back to normal operatio,
s





